








Our dedicated 
 network 
 – your global 
 support team
Ultimaker places quality at the heart 
of our company. That’s why all our 
3D printers and software come with 
lifetime technical support and customer 
service – wherever you are, and 
whenever you need it.

We select, train, and certify our service 
partners carefully, ensuring they 
have the right industry expertise and 
knowledge to provide you with the 
right level of support. You can be sure, 
whenever you get in contact, you’ll be 
talking to someone with the credentials 
to help you, in your own language and 
time zone.

•	 We care. Your Ultimaker experience matters, and we’re 
dedicated to ensuring it’s a great one

•	 We train. Every Ultimaker service partner is fully 
trained and certified, without exception

•	 We collaborate. Ultimaker works closely with all 
partners, always improving and perfecting our services

•	 We educate. We constantly update our already 
extensive knowledge base with useful print resources, 
handy tips, and informative guides

Professional help in your time zone and language
Spare parts and materials always in stock
Local warranty ensuring you’re well protected
Online community of experts always ready to help
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Ultimaker S5 specifications
Printer and printing 
properties

Technology Fused filament fabrication (FFF)

Print head Dual extrusion print head with a unique auto-nozzle lifting system 
and swappable print cores

Build volume XYZ: 330 x 240 x 300 mm 
(left or right nozzle, or dual extrusion)

Filament diameter 2.85 mm

Layer resolution 0.25 mm nozzle: 150 - 60 micron
0.4 mm nozzle: 200 - 20 micron
0.6 mm nozzle: 300 - 20 micron
0.8 mm nozzle: 600 - 20 micron

XYZ resolution 6.9, 6.9, 2.5 micron

Build speed <  24 mm3/s

Build plate Heated glass build plate

Build plate temperature 20 - 140 °C

Build plate leveling Active leveling

Supported materials Optimized for: PLA, Tough PLA, ABS, Nylon, CPE, CPE+, PC, PP, 
TPU 95A, PVA, and Breakaway (also supports third-party materials)

Feeder type Dual-geared, abrasion-resistant (ready for composite materials)

Nozzle diameter 0.25 mm, 0.4 mm, 0.6 mm, 0.8 mm

Nozzle temperature 180 - 280 °C

Nozzle heat up time <  2 min

Build plate heat up time <  4 min (from 20 to 60 °C)

Operating sound < 50 dBA

Maximum power output 500 W

Material recognition Auto-recognition with NFC scanner

Connectivity Wi-Fi, LAN, USB port

Display 4.7-inch (11.9 cm) color touchscreen

Language support English, Dutch, French, German, Italian, Japanese, Korean, 
Portuguese, Russian, Spanish, Simplified Chinese

Monitoring Live camera (view from desktop or Ultimaker app)

Physical 
dimensions

Dimensions 495 x 457 x 520 mm 
495 x 585 x 780 mm (with Bowden tubes and spool holder)

Net weight 20.6 kg

Shipping weight 29 kg

Shipping box dimensions 650 x 600 x 700 mm

Ambient conditions Operating ambient temperature 15 - 32 °C, 10 - 90% RH non-condensing

Non-operating temperature 0 - 32 °C

Software Supplied software Ultimaker Cura, our free print preparation software
Cura Connect, our free printer management solution

Supported OS MacOS, Windows, and Linux

Plugin integration SolidWorks, Siemens NX, Autodesk Inventor

File types Ultimaker Cura: STL, OBJ, X3D, 3MF, BMP, GIF, JPG, PNG
Printable formats: G, GCODE, GCODE.gz, UFP

Warranty and 
service

Warranty period 12 months

Technical support Lifetime support from Ultimaker’s global network of certified 
service partners

Learn more at ultimaker.com



General inquiries: info@ultimaker.com
Phone: +31 345 71 20 17
Find a local reseller: ultimaker.com/resellers
More info at: ultimaker.com FM 686003 EMS 692523


